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(57) Abstract: The invention relates 
to a healing assembly (1) comprising at 
least one PCT clement, in particular for 
a motor vehicle, said PCT element (2) 
being located between two contact sheets 
(3, 4), which arc used to make electrical 
contact. According to the invention, the 
heating assembly (1) comprises a frame 
(7) and at least one of the two contact 
sheets (3) comprises a staggered section 
outside the frame (7), said staggered 
section of the projecting pari (10) of the 
contact sheet (3) running parallel with the 
remaining part ( 1 1) of said sheet (3). 

(57) Zusammcnrassung: Die Ertindung 
betrifift cine Hcizungsanordnung (1) 
mil mindestens cinem PCT-Elcment, 
insbesondcre fur ein Kraftfahrzcug, 
wobei das PCT-Element (2) zwischen 
zwei Kontaktblechcn (3, 4) angcordnet 
ist, die der elektrischen Anbindung 
dienen, die Hcizungsanordnung (1) cincn 
Rahmen (7) aufweist, und mindestens 
eincs der beiden Kontaktbleche (3) 
ausserhalb des Rahmens (7) einen 
Versatz aufweist, wobei der versetzte 
Teil des uberstehenden Teils (10) des 
Kontaktblcchs (3) parallel zum restlichen 
Teil (11) des Kontaktblechs (3) verliiuft 
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